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Do not overtighten screws.

Remove for sailing.



Use bit provided to enlarge lower bow eye holes to 
accomodate heavy duty bow eye. 
If boat model does not have a lower bow eye, drill 1st 
hole 8 3/8" (21cm) from gunwale lip along bow line.



NOTE:
When hoisting sail do not force.
Feed sail into mast track gently.

Clip bottom line
to bow eye.

Ensure bow sprit 
webbing is tight.

Insert mushroom pin with eyebolt 
into end of bow sprit pole.





WARNING!

To add necessary tension to the 
stays tighten with turnbuckle.                     

Jibsheet lines 
must pass 

outside stays.

- Stays must be securely fastened 
when sailing (Leeward/downwind stay will 
be loose while sailing)
- Do not attempt to sail if stays are 
not securely fastened. 
- Risk of rigging collapsing if stays 
are not securely fastened.
- Always check condition of rigging 
before sailing, and service if 
necessary.



For less daggerboard resistance
remove front daggerboard brake
from daggerboard housing cap.

Raise boom/sail for stronger wind or more head room.
Lower reefed boom/sail for normal use.

HOW TO ADJUST SAIL SIZE



WARNING!

RIGHTING YOUR BOAT AFTER CAPSIZE

MAINTENANCE AND STORAGE
- After use, especially in salt water, rinse boat, sail, spars and rigging 
  with fresh water.
- Do not use detergents or chemicals to clean sail.
- Roll sails and store inside sail bag.
- Do not store sails wet or damp.
- Avoid unnecessary prolonged exposure of sails to direct sunlight.
- Check rigging before each use, and service if necessary.
- Do not sail boat if stays are not securely fastened in the manner 
  illustrated in these instructions.



CORRECT SAILING POSITIONS

Light Wind Strong WindMedium WindLight Wind

CORRECT SAIL TRIM


